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(3) The height of the lower edge of 
the front windows is limited to prevent 
any obstruction of the forward view 
previously described in this section. 

(4) The height of the upper edge of 
the front windows allows a forward 
view of the horizon at the conning posi-
tion, for a person with a height of eye 
of 1.8 meters (71 inches), when the ves-
sel is at a forward pitch angle of 20 de-
grees. 

(c) Polarized or tinted windows must 
not be fitted. 

[CGD 85–099, 55 FR 32247, Aug. 8, 1990] 

Subpart 72.05—Structural Fire 
Protection 

§ 72.05–1 Application. 
(a) The provisions of this subpart 

shall apply to the following vessels: 
(1) All vessels of 100 gross tons and 

over. 
(2) All vessels which carry more than 

150 passengers. 
(3) All vessels on an international 

voyage. 
(b) The provisions of this subpart, 

with the exception of § 72.05–90, shall 
apply to all vessels noted in paragraph 
(a) of this section contracted for on or 
after May 26, 1965. Such vessels con-
tracted for prior to May 26, 1965, shall 
meet the requirements of § 72.05–90. 

§ 72.05–5 Definitions. 
NOTE: The parenthetical number after each 

space refers to the applicable column and 
row number in tables 72.05–10 (d) through (g). 

(a) Safety areas will be considered as 
including the following spaces: 

(1) Control stations, i.e., spaces con-
taining the emergency source of power, 
and those spaces in which a continuous 
watch is maintained and in which navi-
gating, radio, or fire-control equipment 
is located. (1) 

(2) Passenger and crew stairway and 
elevator enclosures. (2) 

(3) Passenger and crew commu-
nicating corridors. (3) 

(4) Open decks and enclosed prome-
nades in way of lifeboat embarkation 
or lowering positions. (4) (See also 
paragraph (l) of this section.) 

(b) Accommodation spaces will be con-
sidered as including the following 
spaces: 

(1) Public spaces, such as halls, din-
ing rooms, messrooms, lounges, cafes, 
and other similar spaces normally ac-
cessible during the voyage. (5) through 
(7) (Depending upon size and fur-
nishings.) 

(2) Public sales rooms and similar 
spaces. (6) or (7) (Depending on size.) 

(3) Staterooms, including passenger 
and crew rooms, barber shops, beauty 
parlors, offices, dispensaries, etc. (5) or 
(6) (Depending on furnishings.) 

(4) Washrooms and toilet spaces, both 
public and private. (8) 

(5) Isolated lockers and small store-
rooms in accommodation areas. (6) 

(6) Isolated serving pantries, etc., in 
accommodation areas, with incombus-
tible furnishings. (8) 

(7) Operating rooms. (8) 
(8) Small laundries containing only 

tubs and washing machines, with no fa-
cilities for drying other than small 
electric driers. (8) 

(9) Small cleaning gear lockers con-
taining only slop sinks, and having no 
room for stowing materials other than 
a broom, mop, cleaning powder, soap, 
etc. (8) 

(10) Large cleaning gear lockers hav-
ing considerable stowage space. (6) or 
(9) 

(c) Service spaces will be considered as 
including the following spaces: 

(1) Motion picture projection rooms 
and film stowage rooms. (6) or (9) 

(2) Galleys, main pantries, and store-
rooms, including alleyways and stairs, 
part of and for the exclusive use of 
such spaces. (9) 

(3) Diet kitchens. (6) or (9) (Depend-
ing on furnishing.) 

(4) Work shops (not part of machin-
ery spaces, galleys, etc.), large laun-
dries, drying rooms, mail and baggage 
rooms, etc. (9) 

(5) Garbage disposal and stowage 
rooms, and trash stowage rooms. (9) 

(6) Paint and lamp rooms, and simi-
lar spaces containing highly combus-
tible materials. (9) 

(d) Machinery spaces—will be consid-
ered as including the following spaces: 

(1) Main machinery spaces, including 
trunks and casings, alleyways, 
gratings, and stairways, part of and for 
the exclusive use of these spaces, auxil-
iary machinery spaces containing in-
ternal combustion machinery or other 
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